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Mixing Valve 
 
The mixing valve can be adjusted to set the maximum temperature of hot water produced. The valve is graduated 
between 1 to 5, the greater the number the hotter the water. 
 
         IMPORTANT -  Too high a setting may cause scalding! 
 
Auxiliary Thermostat 
 
This thermostat maintains the temperature of the boiler for the production of hot water. For best hot water 
performance leave the knob set in its maximum position. 
 
Heating Thermostat 
 
The heating thermostat regulates the temperature of the water supplied to the central heating system. To achieve the 
heating system performance indicated by the ‘max’ setting, the auxiliary thermostat should also be set to its maximum 
position.  
 
Note: The heating function is interrupted whenever there is a demand for domestic hot water. 
 
Boiler Overheat (Limit) Thermostat 
 
In the unlikely event the boiler overheats, the reset button will trip and cut the power supply to the boiler. Allow the 
boiler to cool then press the reset button to reset the thermostat.  
 
         IMPORTANT -  If overheating occurs regularly, consult your installation engineer. There may be a fault with the 
                                central heating system. 
 
Note: Loss of system pressure may cause the overheat (limit) thermostat to trip; refer to the pressure gauge section 
below 
 
Pressure Gauge 
 
The heating system should be pressurised to approximately 1 bar when cold. Check the pressure occasionally, as 
loss of pressure may cause the boiler to overheat. Please refer to the combi fault diagnosis page for instructions 
on pressurising the system.  
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